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----
Which two actions should you perform? (Each correct answer presents part of the solution. Choose two.)
A. Create two application configurations based on the default Debug configuration.
B. Update the platform target and conditional compilation symbols for each application configuration.
C. Optimize the application through address rebasing in the 64-bit configuration.
D. Create two application configurations based on the default Release configuration.
Answer: A,D


NEW QUESTION: 4
Which of the following facts must be considered when designing for IP telephony within an Enterprise Campus network?
A. Video and voice are alike in being bursty and bandwidth intensive, and thus impose requirements to be lossless, and have minimized delay and jitter.
B. IP phones have no voice and data VLAN separation, so security policies must be based on upper layer traffic characteristics.
C. Though multi-VLAN access ports are set to dot1q and carry more than two VLANs they are not trunk ports.
D. Because the IP phone is a three-port switch, IP telephony extends the network edge, impacting the Distribution layer.
Answer: C
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NEW QUESTION: 1
A stock's volatility under EWMA is estimated at 3.5% on a day its price is $10. The next day, the price moves to $11. What is the EWMA estimate of the volatility the next day? Assume the persistence parameter = 0.93.
A. 0.0018
B. 0.0224
C. 0.0421
D. 0.0429
Answer: C
Explanation:
Explanation
The correct answer is choice 'a'
Recall the formula for calculating variance under EWMA. See below. Therefore the correct answer is
=SQRT((1 - 0.93)*(LN(11/10))










 2))) = 4.21%. Other answers are incorrect. Note that continuous returns are to be used, ie ln(11/10) and not discrete returns (=1/10) - though generally the difference between the two is small over short time periods. (If in the exam the answer doesn't exactly match, try using discrete returns.)



NEW QUESTION: 2



A. Option D
B. Option A
C. Option C
D. Option B
Answer: A
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You are developing an application by using C#.
You have the following requirements:
Support 32-bit and 64-bit system configurations.
Include pre-processor directives that are specific to the system configuration.
Deploy an application version that includes both system configurations to testers.
Ensure that stack traces include accurate line numbers.
You need to configure the project to avoid changing individual configuration settings every time you deploy the application to testers.
----
Which two actions should you perform? (Each correct answer presents part of the solution. Choose two.)
A. Create two application configurations based on the default Debug configuration.
B. Update the platform target and conditional compilation symbols for each application configuration.
C. Optimize the application through address rebasing in the 64-bit configuration.
D. Create two application configurations based on the default Release configuration.
Answer: A,D
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Which of the following facts must be considered when designing for IP telephony within an Enterprise Campus network?
A. Video and voice are alike in being bursty and bandwidth intensive, and thus impose requirements to be lossless, and have minimized delay and jitter.
B. IP phones have no voice and data VLAN separation, so security policies must be based on upper layer traffic characteristics.
C. Though multi-VLAN access ports are set to dot1q and carry more than two VLANs they are not trunk ports.
D. Because the IP phone is a three-port switch, IP telephony extends the network edge, impacting the Distribution layer.
Answer: C
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You have the following requirements:
Support 32-bit and 64-bit system configurations.
Include pre-processor directives that are specific to the system configuration.
Deploy an application version that includes both system configurations to testers.
Ensure that stack traces include accurate line numbers.
You need to configure the project to avoid changing individual configuration settings every time you deploy the application to testers.
----
Which two actions should you perform? (Each correct answer presents part of the solution. Choose two.)
A. Create two application configurations based on the default Debug configuration.
B. Update the platform target and conditional compilation symbols for each application configuration.
C. Optimize the application through address rebasing in the 64-bit configuration.
D. Create two application configurations based on the default Release configuration.
Answer: A,D


NEW QUESTION: 4
Which of the following facts must be considered when designing for IP telephony within an Enterprise Campus network?
A. Video and voice are alike in being bursty and bandwidth intensive, and thus impose requirements to be lossless, and have minimized delay and jitter.
B. IP phones have no voice and data VLAN separation, so security policies must be based on upper layer traffic characteristics.
C. Though multi-VLAN access ports are set to dot1q and carry more than two VLANs they are not trunk ports.
D. Because the IP phone is a three-port switch, IP telephony extends the network edge, impacting the Distribution layer.
Answer: C



 Exam  (opens in a new tab)" href="javascript:void(0)" target="_blank" class="aioseop-link">Schedule the 2))) = 4.21%. Other answers are incorrect. Note that continuous returns are to be used, ie ln(11/10) and not discrete returns (=1/10) - though generally the difference between the two is small over short time periods. (If in the exam the answer doesn't exactly match, try using discrete returns.)
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Deploy an application version that includes both system configurations to testers.
Ensure that stack traces include accurate line numbers.
You need to configure the project to avoid changing individual configuration settings every time you deploy the application to testers.
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Which two actions should you perform? (Each correct answer presents part of the solution. Choose two.)
A. Create two application configurations based on the default Debug configuration.
B. Update the platform target and conditional compilation symbols for each application configuration.
C. Optimize the application through address rebasing in the 64-bit configuration.
D. Create two application configurations based on the default Release configuration.
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NEW QUESTION: 4
Which of the following facts must be considered when designing for IP telephony within an Enterprise Campus network?
A. Video and voice are alike in being bursty and bandwidth intensive, and thus impose requirements to be lossless, and have minimized delay and jitter.
B. IP phones have no voice and data VLAN separation, so security policies must be based on upper layer traffic characteristics.
C. Though multi-VLAN access ports are set to dot1q and carry more than two VLANs they are not trunk ports.
D. Because the IP phone is a three-port switch, IP telephony extends the network edge, impacting the Distribution layer.
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 Exam Check when you can schedule the exam. Most people overlook this and assume that they can take the exam anytime but itâ€™s not case.
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